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Version 1.3.1
08-Sep-2022

• Addressed an issue with remote f/w upgrade on CyTimeTM  SER-32e versions 3.1 or greater

Version 1.3.0
08-Aug-2022

• Support for SER-32e Digital Input and Relay Output modules

• Added the ability to create (upload) a template for Time, Input and Output configuration from a selected Sequence of 
Event Recorder (SER). This template can be applied to other SERs of the same type

• Modified color scheme to indicate ON status of Inputs and Outputs from Blue to Green

Version 1.2.0
09-Dec-2021

• SER-32e sequence of events recorder device support

• HTTPS protocol support

• Enhanced internal database operation and added capability to repair

• Addressed a potential issue resulting in a duplicate event if/when an SER Event log rolls over

Version 1.1.0
03-Apr-2020

• Remote SER Connection Manager

• Remote SER Firmware Update

• Remote SER Setup 
  a. SER Communication Setup 
   - Support changes in Device Name, Device ID, and FTP Enable / Disabled 
  b. SER Time Setup 
   - Support changes to configure all essential SER time synchronizations; Time Source (IN), Time Sync 
    Master (OUT), Time Zone Offset, Daylight Savings Time (DST), Manual Time Set and Alternate 
    Date Format 
  c. SER Inputs Setup 
   - Support changes to configure each input on any SER associated. Enable / Disable, Input Name, Filter 
    Settings, De-bounce, Chatter, OFF Text, ON Text, Trigger and Invert of Input. 
  d. SER Outputs Setup (SER-2408 only) 
   - Support changes to configure Output Name, Enable / Disable, OFF Text and ON Text 
  e. SER Admin Setup 
   - Support changes in User Name / Password

• System Tab 
  a. Added Device Status Information to Status Form 
   - Added Status Field 
   - Added Status Code Details Field 
  b. Added new Status Code Detail form to better explain error codes 
  c. Added new Diagnostics Checks 
   - SER SD Card Space Low 
   - SER Self-Diagnostics 
   - SER Socket Count Low 
   - SER Network Traffic High

• Setup > Network - Removed DHCP option
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CyTime Event Recorder SER-3200/SER-2408
(Time / Event / System processor firmware)

• Setup > Time – Changed the NTP default server addresses 
  a. time.nist.gov 
  b. pool.ntp.org

• Setup > Message Log. 
  a. Added new filter options (by date and by device)

• Performance improvements (CyServer)

• Various bug fixes (i.e. restrict text input special characters) 

Version 1.0.0
30-Aug-2019

• Initial Release (Model EM-100)


